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PART 4

SITE ELECTRICAL/COMMUNICATIONS ENGINEERING
4.1 UTILITY POWER. 

4.1.1 Coordinate electric power service with the local electric service provider.  Confirm in writing the service provider’s requirements for an underground primary line, pad-mounted transformer, metering, and underground secondary service.  Provide the local service provider with load calculations, current characteristic requirements, dimensioned site plan, and additional information as required to properly coordinate and order electric service to the facility.  Pay required design and installation fees; initiate application for service; and assist the Government in completing application for service, accepting installation of service, and start-up of service.  Coordinate meter location.  [Identify appropriate meter location, typically next to the pad-mounted transformer.]  The Government requires the ability to measure and monitor hourly electricity consumption for the facility.  [Coordinate with the local electric service provider for metering that provides a digital output.  If digital metering is available, incorporate here the requirement to comply with the Advanced Metering Specifications located on the Army Reserve customer website.]
4.1.1.1 The local electric service provider is [Identify the local service provider and provide the company name].  The point of contact for engineering related issues is [Identify the appropriate engineering/design POC and provide their name and telephone number].  The point of contact for service application is [If there is a separate POC for service application, provide their name and telephone number and if the service application has been completed].
4.1.1.2 Preliminary coordination with the local electric service provider indicated that the local electric service provider will provide the following: [Provide the scope of the local service provider’s work].

4.1.1.3 Preliminary coordination with the local electric service provider indicated that this Contractor shall provide the following:  [Provide the scope of the Contractor’s work].
4.1.1.4 Obtain a copy of any requirements and/or guidelines for electric service installation from the local electric service provider.  Provide equipment and work designed to meet the requirements and guidelines.
4.1.1.5 The Contractor shall obtain any available rebates from the utility and credit those rebates to the Government in the bid.

4.1.1.6 Provide grounding electrode system as called out in UFC 4-171-05.
4.2 EXTERIOR LIGHTING.
4.2.1 Exterior lighting shall comply with state and local codes, IES recommendations, and UFC 4-171-05.
4.2.1.1 The light fixtures to be used for each functional area are scheduled in Attachment E of this Statement of Work.  The fixtures scheduled represent the minimum quality and type for each functional area.  Additional types of fixtures and fixtures of higher quality may be required as necessary to meet the design intent and to accommodate specific user needs.

4.3 TELECOMMUNICATIONS SERVICE.
4.3.1 Coordinate telecommunications service with the local service provider.  Confirm in writing the service provider’s requirements for an underground copper cable telephone service.  Provide the service provider with the number of copper pairs and fiber optic strands required, system features required, dimensioned site plan, and additional information required to properly coordinate and order telephone/data service to the facility.  Pay required design and installation fees; initiate application for service and assist the Government in completing application for service; accepting installation of service; start-up of service; activation of specific telephone numbers and dedicated lines for fire alarm, security, and elevator services and activation of data services.  Coordinate point of demarcation to be located in [Identify the demarcation point, typically in the Entrance Facility].  
4.3.1.1 The local service provider is [Identify the local service provider and provide the company name].  The point of contact for engineering related issues is [Identify the appropriate engineering/design POC and provide their name and telephone number].  The point of contact for service activation is [If there is a separate POC for service application, provide their name and telephone number].

4.3.1.2 Preliminary coordination with the local service provider indicated that the local service provider will provide the following:  [Provide the scope of the local service provider’s work].

4.3.1.3 Preliminary coordination with the local service provider indicated that the Contractor shall be required to provide the following:  [Provide the scope of the Contractor’s work].
4.3.1.4 Obtain a copy of any requirements and/or guidelines for telecommunications service installation from the local service provider.  Provide equipment and work in compliance with the requirements and guidelines.

4.3.1.5 Telephone [telephone/data] service shall include a multi-pair copper cable in direct buried conduit.  [Data service shall include a multi-strand fiber optic cable in direct buried cable.] The cables shall be sized in accordance with the Army Reserve IT Manual.  Provide [Indicate quantity and size of conduits required by service provider] conduit with [Indicate quantity and size of innerducts required by service provider] innerducts from [Indicate point of connection] to [Indicate point of termination] for fiber optic service.  Fiber optic cable by [Indicate whether by service provider or Contractor].
4.4 CABLE TELEVISION (CATV).
4.4.1 Coordinate CATV service with the local CATV service provider.  Confirm in writing the service provider’s requirements for an underground cable distribution line service.  Provide the local service provider with a dimensioned site plan and additional information as required to properly coordinate and order CATV service to the facility. Pay required installation fees; initiate application for service; assist the Government in completing application for service, accepting installation of service, and start-up of service.  Coordinate point of demarcation to be located in [Identify the demarcation point, typically in the Entrance Facility].
4.4.1.1 The local CATV service provider is [Identify the local service provider and provide the company name].  The point of contact for engineering related issues is [Identify the appropriate engineering/design POC and provide their name and telephone number].  The point of contact for service activation is [If there is a separate POC for service application, provide their name and telephone number]. 

4.4.1.2 Preliminary coordination with the local CATV service provider indicated that the utility will provide the following: [Provide the scope of the local service provider’s work]. 

4.4.1.3 Preliminary coordination with the local CATV service provider indicated that the Contractor shall be required to provide the following:  [Provide the scope of the Contractor’s work].
4.4.1.4 Obtain a copy of any requirements and/or guidelines for CATV service installation from the local service provider.  Provide equipment and work in compliance with meet the requirements and guidelines.

September 2009 version
01 02 00.00 48


Part 4 - 1 of 3

