Spec Section 01 02 00.00 48 – Attachment [‘    ’] – Room By Room Supplemental Requirements

	Room by Room Supplemental Requirements

	  Rm#
	Room Name
	Design Guide Reference
	Target Area (SF)
	Additional requirements

	
	
	
	
	

	General Notes:

A. Refer to the RFP Drawings for the 'Target Area' for each room listed below, unless noted otherwise below.
B. 'DG' = Army Reserve Facilities (Design Guide) UFC 4-171-05 (see Section 01 02 00.00 48, Part 2 for criteria).

C. ‘ARNEC ITC' = Army Reserve Network Enterprise Criteria Infrastructure Technical Criteria.

D. 'CFCI' = Contractor Furnished, Contractor Installed; 'GFGI' = Government Furnished, Government Installed.

E. [Personnel doors per Section 01 02 00.00 48, Part 6, unless noted otherwise below.] [RFP Preparer to determine if Part 6 defines the minimum requirements for door lights, or sidelights, at each location, or add specific minimum requirements for each room listed below.]
F. [RFP Preparer to confirm if the Room Target Areas are indicated on the RFP floor plans, or if the areas are to be listed in this form.  Only show in one location.]
G. [RFP Preparer to verify the DG and ARNEC ITC paragraph references for each room listed below.]
H. [RFP Preparer - 'Additional Requirements' items indicated below are to be considered/discussed as part of the preparation of the RFP.  Edit all of these items to reflect project specific requirements.  Refer to the DG room descriptions which have a category of ‘Special Features’, which should be discussed with the Users (Tenants) to see if any of those, or other undefined items, apply to the specific project, and should be included in the Room By Room.]
I. [RFP Preparer – the rooms listed below are to be reordered to reflect room numbers on the project specific building layouts.]


	TRAINING BUILDING


	ELEV
	Elevator
	DG ####
	--
	
	
	

	##
	Elevator Equipment
	DG ####
	As reqd to meet code and mfr reqs
	
	
	

	##
	Office
	DG 4-2.1
	
	
	
	

	##
	Facility Maintenance Office
	DG 4-2.1 sim
	See plan
	
	
	

	##
	General Officer Suite
	DG 4-2.2
	See plan
	
	
	

	##
	Unit Common
	DG 4-2.3
	See plan
	[ RFP Preparer to verify if a coffee sink area is needed (DG para 4-2.3.7) ]
	
	

	##
	Retention
	DG 4-2.4
	See plan
	1. Door sidelight with roller shade for privacy.

	##
	ARCC
	DG 4-2.5
	See plan
	1. Door sidelight with roller shade for privacy.

	##
	Family Support
	DG 4-2.6
	See plan
	1. Door sidelight with roller shade for privacy.

	##
	Admin Support
	DG 4-2.7
	
	1. 

	##
	Mail Room
	DG 4-2.7.1
	See plan
	[ RFP Preparer to verify the requirements below, with building Users ]

1. [ Lockable two-sided rear loading mailbox unit with the following minimums counts:

(24) MB1 sized (approx. 13”Wx3”H) doors.

(3) PL4, or greater, sized (approx. 13”Wx13”H) doors.

(1) OM2, or greater, sized (approx. 13”Wx6”H)  ]

2. [ No exterior lockable box. ]

	##
	EF
	ARNEC ITC, DG 4-2.8.2
	See plan
	

	##
	TER
	ARNEC ITC, DG 4-2.8.3
	See plan
	

	##
	TR
	ARNEC ITC, DG 4-2.8.4
	See plan
	

	##
	Lobby
	DG 4-2.9
	See plan
	

	##
	Assembly Hall
	DG 4-2.10
	See plan
	[RFP Preparer – verify Tackboard, Markerboard, Projection Screen, or TV locations, quantities, and sizes.  Requires approval of the Project Officer for deviations from the DG. ]

	##
	Chair and Table Storage
	DG 4-2.11
	See plan
	

	##
	Kitchen
	DG 4-2.12
	See plan
	

	##
	Arms Vault
	DG 4-2.13
	See plan
	1. Refer to Corps of Engineers, Louisville District, Army Reserve Customer Website for Arms Vault Security Checklist, and Arms Vault IDS Infrastructure requirements.
2. Refer to Corps of Engineers, Louisville District, Army Reserve Customer Website for typical Caging Details.
3. Refer to RFP drawing.  Provide full height caging to vault lid to subdivide the room as shown.  Caging gates to be 4’W, with two 2’W leafs.  

[RFP Preparer – verify weapon racks count, sizes, stacking, etc with the Users. If needed for clarity, provide a weapons rack list here, or as an attachment to Section 01 02 00.00 48. ]

	##
	Armorer
	DG 4-2.14
	See plan
	

	##
	Classroom
	DG 4-2.15
	See plan
	

	##
	Team Room
	DG ####
	See plan
	

	##
	Unit Storage
	DG 4-2.21
	See plan
	1. Refer to Corps of Engineers, Louisville District, Army Reserve Customer Website for Caging Details.

2. [ (__) ] cages minimum, with Metal Storage Shelving units shown in drawings.

	##
	Staging
	DG 4-2.22
	See plan
	

	##
	Supply Office
	DG 4-2.23
	See plan
	

	##
	Janitor
	DG 4-2.24
	See plan
	

	
	
	
	
	

	##
	Facility Maintenance Storage
	DG 4-2.27
	See plan
	1. [ Minimum (__) Metal Storage Shelving units. ]

	##
	Simulator Room
	DG 4-2.28
	See plan
	

	##
	Physical Readiness
	DG 4-2.36
	See plan
	

	##
	Toilet
	DG 4-2.39
	See plan
	[RFP Preparer – This is intended for a single-use toilet room.  Verify applicability and project specific requirements]
1. Accessible uni-sex toilet room.

2. Privacy lockset.

3. One watercloset and one urinal.

4. Wall mount porcelain lav with stainless steel framed mirror.

5. Soap dispenser to be wall/mirror mount.

6. Toilet paper dispenser.

7. Paper towel dispenser/disposal, roll-type dispenser.

8. Toilet seat cover dispenser.

9. Plan for large disposal container, GFGI (furniture).

	##
	Mens Toilet, Locker & Shower
	DG 4-2.39

DG 4-2.40
	See plan
	[ RFP Preparer to verify and list accessory requirements below, with building Users ]
[RFP Preparer - Some Installations/RDs may provide some toilet accessories via their maintenance contract providers, to ensure compatibility with other facility consumables procurement.  If so, clarify if those items as GFCI or GFGI.]

	##
	Womens Toilet, Locker & Shower
	DG 4-2.39

DG 4-2.40
	See plan
	[ RFP Preparer to verify and list accessory requirements below, with building Users ]
1. Refer to Mens Toilet Locker Shower ## for typical notes.

	##
	Vending
	DG 4-2.41
	See plan
	1. [ Water, floor drain, and power for Ice Maker (GFGI). ]

2. Power for [2] Vending Machines (GFGI).

	##
	Break Room
	DG 4-2.42
	See plan
	1. [ Provide water and power for countertop coffee maker (GFGI). ]

2. [ Fridge is to have ice and water dispenser.  Provide water connection to fridge. ]

	##
	Mechanical
	DG 4-2.43
	See plan
	

	##
	Elec
	DG 4-2.44
	See plan
	

	##
	Vestibule
	DG 4-2.45 sim
	See plan
	1. Interior Recessed Walk-Off Mat
2. Porcelain Tile floor and base.

3. Aluminum Entrance system with glazed doors (exterior & interior) for visual definition of entry.

4. [ Ceiling at 10’-0” AFF (min).  Wind clips in ACT.]

5. [Weatherproof house phone on exterior of building. ]

	##
	Circulation
	DG 4-2.45
	--
	[ RFP Preparer to verify if markerboards or tackboards are required in the Circulation areas.  Indicate size and quantities.]

	##, ##, ##
	Vestibules
	DG 4-2.45 sim
	--
	

	###, ###, ###, ###
	Stair A & Stair B
	DG 4-2.46
	See plan
	1. [ Provide windows for daylighting and view.]

	##
	SIPRNET
	DG 4-2.47
	See plan
	

	##
	Lactation
	DG 4-2.48
	See plan
	

	
	
	
	
	


	OMS BUILDING


	##
	Vestibule
	DG 4-2.45 sim
	See plan
	

	##
	Shop Office (open suite)
	DG 4-3.2
	See plan
	

	##
	Shop Office
	DG 4-3.2
	See plan
	

	##
	Mens Toilet
	DG 4-3.3
	See plan
	[ RFP Preparer to verify and list accessory requirements, with building Users ]
[RFP Preparer - Some Installations/RDs may provide some toilet accessories via their maintenance contract providers, to ensure compatibility with other facility consumables procurement.  If so, clarify if those items as GFCI or GFGI.]

	##
	Womens Toilet
	DG 4-3.3
	See plan
	[ RFP Preparer to verify and list accessory requirements, with building Users ]
[RFP Preparer - Some Installations/RDs may provide some toilet accessories via their maintenance contract providers, to ensure compatibility with other facility consumables procurement.  If so, clarify if those items as GFCI or GFGI.]

	##
	Tools/Parts
	DG 4-3.4
	See plan
	[RFP Preparer – The following are examples of text included on previous RFPs.  Per the ARDG, review room caging and door requirements with the project Users]
1. Refer to Corps of Engineers, Louisville District, Army Reserve Customer Website for typical Caging Details.
2. [ Subdivide room in half, with wire mesh caging up to roof deck.  Refer to RFP drawing.  Provide minimum Metal Storage Shelving units in each cage area as shown on the RFP drawing.]
3. [ Double door to workbay, with ‘active leaf’ lockable dutch door configuration, with shelf.]

	##
	Equipment Alcove
	DG 4-3.6
	See plan
	[RFP Preparer – The following are examples of text included on previous RFPs.  Per the ARDG, review all equipment requirements with the project Users]
1. [ Provide power for GFGI equipment per below. Coordinate final equipment and associated requirements with User. 

2. Provide three, 20 amp, 120 volt dedicated circuits each with a duplex receptacle.

3. Provide two, NEMA L6-20R receptacles at 208 volt, single phase. Each on its own 20 amp dedicated circuit.

4. Provide one dedicated 30 amp, 208 volt, three phase circuit, coordinate receptacle or hardwire connection requirements with User. ]

	##
	Flammable Storage
	DG 4-3.8
	See plan
	1. [ Refer to RFP drawing.  Provide Metal Storage Shelving units as shown. ]

	##
	Controlled Waste
	DG 4-3.9
	See plan
	1. [ Refer to RFP drawing.  Provide Metal Storage Shelving units as shown. ]

	##
	Workbay
	DG 4-3.10
	See plan
	1. [ 32’x96’ bays, with __’W Safety Aisle on the [east].]

	##
	Mechanical
	DG 4-3.11
	See plan
	

	##
	Electrical
	DG 4-3.11
	See plan
	

	##
	TR
	ARNEC ITC, DG 4-2.8.4
	See plan
	

	##
	Janitor
	DG 4-3.13
	See plan
	1. [ (1) Metal Storage Shelving unit. ]

	##
	Compressor
	DG ####
	See plan
	1. 

	SATS
	SATS Canopy
	--
	See plan
	 


	UHS BUILDING


	##
	UHS
	DG 4-4
	See plan
	[ RFP Preparer to delete the Target Area value on this ‘row’, if the UHS is a single volume.  Section 01 02 00  Part 1 will define the overall UHS area.  If the UHS is subdivided, provide those area descriptions here, or clarify dimensions on the RFP drawings.]

[ RFP Preparer to define the number of cages, cage door sizes, shelving, staging areas, etc.  Coordinate any pallet racks with Part 6 description.  Indicate these items on the RFP drawings, or on this form.]
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